PROPELLER CERTIFICATION

This propeller is certified to be in condition A (Ready For Issue).

SERIAL NO. STOCK NO. SHIP CLASS
DRAWING NO. DRAWING REPAIR] ]
: REVISION: HUB/PALM DWG |NEWMANUFACTURE( ]
OUT OF TOLERANCE DEVIATIONS APPROVING CORRESPONDENCE

CERTIFICATION

PRINTED NAME AND TITLE OF GOVERNMENT INSPECTOR TELEPHONE NUMBER DATE

SIGNATURE OF GOVERNMENT INSPECTOR CERTIFYING ACTIVITY

VISUAL PRESERVATION INSPECTION BY MANUFACTURING/REPAIR ACTIVITY
PRINTED NAME AND TITLE OF QUALIFIED INSPECTOR TELEPHONE NUMBER DATE
SIGNATURE OF QUALIFIED INSPECTOR INSPECTING ACTIVITY
VISUAL PRESERVATION INSPECTION BY INSTALLATION ACTIVITY

PRINTED NAME AND TITLE OF QUALIFIED INSPECTOR TELEPHONE NUMBER DATE

SIGNATURE OF QUALIFIED INSPECTOR INSPECTING ACTIVITY INSTALLED ON (SHIP)
INSTRUCTIONS

1. PROPELLERS SHALL CONFORM TO THE REQUIREMENTS OF THE APPLICABLE SPECIFICATIONS (i.e.; PROPELLER DRAWING
IAND NAVSEA S9245-AR-TSM-010/PROP). REFER TO NAVSEA $9245-AR-TSM-010/PROP FOR ADDITIONAL INFORMATION.

2. DOCUMENT VISUAL PRESERVATION INSPECTIONS BY STORAGE ACTIVITIES ON THE BACK OF THIS FORM. SIGNATURE
INDICATES THAT A SATISFACTORY INSPECTION WAS ACCOMPLISHED.

DISTRIBUTION:

ATTACH ORIGINAL TO THE PROPELLER OR CRATE IN A TRANSPARENT RESEALABLE WATERPROOF ENVELOPE.

ONE COPY TO: NSWCCD-SSES 9323, NAVICP 05824, CONTRACTING OFFICER, FILE

OTHER:

NAVSEA 9245/1 (10/99) (FRONT)



VISUAL PRESERVATION INSPECTIONS

[SERIAL NO. STOCK NO. SHIP CLASS
VISUAL PRESERVATION INSPECTION BY STORAGE ACTIVITY
DATE SIGNATURE PRINTED NAME AND PHONE INSPECTING ACTIVITY
NAVSEA 9245/1 (10/99) (BACK)



